The KLIPSCH® CORNWALL II® is the latest generation of a KLIPSCH speaker system which has for years been a favorite among the most discriminating listeners. Throughout the audible spectrum of sound, the CORNWALL II effortlessly reproduces music with lifelike clarity and breathtaking dynamic range.

The CORNWALL II offers you a most exceptional combination of smooth frequency response, low distortion and high sensitivity.

Sound quality of the CORNWALL II is paralleled by impressive wood cabinetry. Hand constructed and finished, this cabinet is offered in a variety of beautiful wood veneers to complement the decor of your home.

The CORNWALL II is certain to provide you with a lifetime of listening pleasure while reflecting your good taste in music and the art of its reproduction.
Designed by KLIPSCH® engineers especially for the CORNWALL II®, this high efficiency, high frequency horn/driver assembly effortlessly reproduces the powerful dynamics of today's compact discs and other high dynamic source material. The sound is clean, clear, and lifelike. Frequency and polar response are exceptionally smooth.

This midrange driver/horn assembly is also unique to the CORNWALL II. Many tests have proven that midrange frequencies are the most critical to the enjoyment of music. This special compression driver/horn assembly provides rugged power handling capability, wide dynamic range and exceptionally smooth response. These features assist the CORNWALL II in the delivery of a most accurate, three-dimensional stereo image.

Deep, clean bass response is a hallmark of the CORNWALL II. This bass response is provided by a 15" (38.1 cm) woofer operating in a vented enclosure. The vents, located just below the woofer, make use of the rear motion of the woofer and extend bass response to a solid 38 Hz.

Specifications:
BANDWIDTH: 38 Hz – 20 kHz ± 3 dB
SENSITIVITY: 101 dB SPL, one watt one meter
NOMINAL IMPEDANCE: 8Ω
POWER HANDLING: 100 watts maximum continuous
ENCLOSURE TYPE: Vented, three-way system

DRIVE COMPONENTS:
K-79-K tweeter,
K-57-K midrange,
K-34-E, 15" (38.1 cm) woofer
WEIGHT: 90 lbs./40.8 kg
DIMENSIONS:
Height: 35-3/4" (90.8 cm)
Width: 25-1/4" (64.1 cm)
Depth: 15-1/2" (39.4 cm)

On-axis frequency response. Measured at a distance of three meters. Zero equals 100 dB.