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From the softest whisper to the most intense
explosion, the Synergy Series F-2 floorstand-
ing speaker delivers the clarity, definition

and power that continue to make Klipsch an
industry leader.

The F-2 employs a 5-inch 90° x 60° Tractrix®
Horn to create a dynamic, 3D soundstage. A
[ -inch aluminum-dome compression driver
and dual 6.5-inch IMG woofers deliver re-
markable detail and precision. Together, this
unique combination of technology recreates
the live qualities of the music and movies you
enjoy at home.

The custom, sculpted port—Ilocated at the

bottom of the front baffle—adds to the speak-

er’s intense low-frequency extension. Fur-

thermore, the F-2 offers bi-wire capabilities,
allowing the use of one or two speaker level
inputs as desired for improved connectivity.

Available in a black finish with titanium ac-
cents, the contemporary look of the F-2 is

two-fold. With its grille on, the speaker offers

a sense of elegance that nicely blends in with
your home’s décor, but take the grille off and

you get an aggressive, powerful statement that
exudes extreme performance. Whichever you

choose, you'll enjoy amazing acoustic output
and powerful low-frequency response from
a high-quality cabinet that looks as great as it
sounds.

Delivers lifelike music and film sound performance

Horn-loaded |-inch tweeter produces crisp, detailed high frequencies

Dual 6.5-inch woofers offer powerful low-frequency response

¢ High-quality cabinet features a sleek black finish with titanium accents

SPECIFICATIONS

FREQUENCY RESPONSE 39Hz - 23kHz +/-3dB
POWER HANDLING 100 w (400 w peak)
SENSITIVITY 95.5dB @ 2.83 volts/1 meter
NOMINAL IMPEDANCE 8 ohms

CROSSOVER FREQUENCY 2100Hz

TWEETER

17 (2.5cm), aluminum
dome tweeter

HIGH FREQUENCY HORN

5”7 (12.7cm) 90 x 60

Tractrix Horn

WOOFER Two 6.5” (16.5cm), magnetically
shielded woofers
ENCLOSURE TYPE Bass reflex via front-firing port
DIMENSIONS 39”7 (99.1cm) x 8” (20.3cm)
x 15”7 (38.1cm)
WEIGHT 45lbs. (20.4kg)
BUILT FROM 2004
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