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SPECIFICATI O NS

Style In-ear

Driver Design Full Range Balanced Armature

Driver Components KG 417

Mic/Remote mic+3-button remote

Frequency Response 15Hz-16kHz

Sensitivity (1mW) 110dB

Impedance (1kHz) 50 ohms

Noise Isolation -26 dB

Input Connections 3.5mm

Weight 16 grams

Colors Black

Dimensions (Packaging) 7.2˝ H x 3.34˝ W x 2.36˝ D

COMPLETE LUXURY, PERFORMANCE AND PERFECTION
The Klipsch X Series is our finest achievement in 
headphones. We’ve combined award-winning audio with 
unique materials and superb design resulting in our 
greatest performance yet.

PREMIUM IN-EAR HEADPHONE WITH STYLISH FINISH
Constructed from die-cast zinc, this timeless industrial 
design is lightweight, durable and comfortable.
 
BALANCED ARMATURE DRIVERS
Premium balanced armature drivers deliver a clear, warm 
sound for an experience unlike any other.
 
PATENTED OVAL EAR TIPS
Soft, flexible oval ear tips naturally fit the contours of the 
ear canal for comfortable, long-term wear and create a 
perfect acoustic seal for superior noise isolation.
 
ADVANCED THREE-BUTTON MIC AND REMOTE SYSTEM
Offers full control of iPhone, iPod touch and iPod models, 
while allowing for seamless control of music and phone calls.
 
FLAT TANGLE-RESISTANT CABLE
Enhanced, durable cabling for hassle-free storage and 
transport.
 
ACCESSORIES
Available in black finish with copper and brushed metal 
accents, each comes with carrying case, clothing clip, four 
different sized ear tips and includes two year warranty. 
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